
 Edge Distance. 

HARDWARE - VENTED CURB TO DECKING FLOOR / ROOF

Gravity Vent.

DECKING FLOOR / ROOF

STEEL.

CONCRETE.

STEEL.

When Going Through The Curb.

:

TPDB - Transition Plate

Designed To Secure Duct

Duct Section.

Fully Welded To

Section & V Band.

Straight Duct

Transition Plate

:DECKING FLOOR / ROOF

CONCRETE.

WOOD.

Designed To Mount Under

TPDBEX - Transition Plate

WOOD.

The Unit.

When Duct Is Going

Through The Curb,

Duct Is Welded Below TPDB.

The Riser Or Fitting Is Welded Above.

Using 1/4-20 X 2"

Is Used To Seal The

Unit To The

High Temp Gasket

To The Vented Curb

The Unit Is Secured

Zinc Plated Self

Transition Plate.

Drilling Screws.

Hardware Used

The Inner Duct

Is Fully Welded To The

Transition Plate, All Welds

Is Secured To The Curb

Using 1/4-20 X 1 1/2"

Zinc Plated Self

Drilling Screws.

Is Specific To The Substrate.

Curb To The Roof / Floor

Are Dye Tested.

To Secure The Vented

The Transition Plate

DECKING FLOOR / ROOF:

WOOD.

CONCRETE.

STEEL.

Shown.

Wood Decking

See Hardware

Table Below.

DECKING MATERIAL EDGE DISTANCE

WOOD - MIN G .42
HEX HEAD LAG SCREW - ZINC PLATED 

STEEL - 3/8" X 2 - 1/2".

WASHER - ZINC PLATED STEEL - 

SIZED FOR 3/8" LAG SCREW.
1 1/2" MIN

CONCRETE - 2500 MIN PSI.
HILTI KWIK BOLT - 3/8" DIAMETER - 

EXPANSION ANCHOR.
N/A 3" MIN

STEEL - ROOF TRUSS 12 GA OR 1/8" THK
DRIL-FLEX SELD DRILLING SCREWS - 

1/4" - 14 - MIN. 1/2" THROUGH.
N/A 3/8" MIN

VENTED CURB TO DECKING / WALL

HARDWARE


